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ADP20 Replacement Parts

23611 Inlet Filter
• Change every 500 hours or as required
• One required for EDP10, EDP16TE/HAZ, ADP20; two required for EDP30 & EDP50

244852 Outlet Filter Jar

263552 Outlet Filter Assembly O-Ring

S17101 Outlet Filter
• Carbofine (change every 200 hours or as required)
• One required for EDP10, EDP16TE/HAZ, ADP20; 4 required for EDP30; 

eight required for EDP50

S17931 Cleaning Solvent, 14 oz. Aerosol Can

V22 Quick-Disconnect Coupler Adapter
• Converts pump’s quick-disconnect coupler to

double 3/8" female NPT

V23 Quick-Disconnect Adapter
• Converts pump’s quick-disconnect coupler to

single 3/8" female NPT

V24 Quick-Disconnect Coupler Splitter/Adapter
• Converts pump’s quick-disconnect coupler to

double 1/2" Industrial Interchange female couplers
(one flow through, one shut-off)

V50EX Remote Extension Hose Kit
• 50-ft. length
• Connects to V50IN to extend length
• Maximum five per pump
• 1 1/2" ID

V50IN Remote Inlet Air Hose Kit
• 50-ft. length
• Connects to pump for remote location of inlet filter
• Maximum one per pump
• 1 1/2" ID

Order Now: 877-BULLARD • www.bullard.com

Free-Air® Pumps
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